
Standard Accessories:

- Synthetic rope 11 mm x 46 m ( 7/16” x 
151’ ) w / sling hook
- Hawse fairlead
- 1.8 m ( 6’ ) 2/0 gauge battery lead

Optional Accessories:

-- Remote control w/5 m ( 17’ ) cord
- Extra gear ratio kits

Package:

STD Drum:
- Winch weight : 80 kg / 176.4 lb
- Gross weight : 118 kg / 260.1 lb
- Box dimension : 720 x 410 x 620 mm 
( 28.3” x 16.1” x 24.4” )
LD Drum:LD Drum:
- Winch weight : 86 kg / 189.6 lb
- Gross weight : 128 kg / 282.2 lb
- Box dimension : 790 x 410 x 620 mm 
( 31.1” x 16.1” x 24.4” )

COMEUP Blazer M2
2.7 - 4.5 Tonne Twin Motor Competition Winch

- Twin 8.0 hp 12V series wound 
motors for the ultimate in power and 
high speed line pull.
- Two submersible sealed contactors 
w/silver-alloy contact pads for proven 
reliability in extreme conditions.
-- Rugged 3 stage spur gear train for 
maximum durability in competition 
use.
- Dual braking system includes 
ratchet brake inside the gear box 
cover and air actuated brakes at each 
motor.
-- Air actuated clutch for driver 
controlled free spool allowing rapid 
rope pay-out.
- Upgradable to the triple motor M3 
with a bolt-on kit.
- Long drum version available to hold 
up to 60m (197ft) of rope.
-- Retrieval speed of up to 70 mpm 
(229.7 fpm).
- Standard 33.6:1 gear ratio with 
optional 28:1 and 41.5:1 gear sets 
available.



1 Dual 7.0 or 8.0 hp motors with a 
thermal protection switch 
provides ultimate power and 48 to 
73mpm speed
22 Ratchet brake outside the drum 
expedites heat dispersion and is 
ideal for synthetic rope
3 Personalised laser engraved 
nameplate
4 Rugged 3 stage gear train and 
upright housing
55 Steel cover protects the motors 
and contactors from damage
6 Drum accommodates 46 metres 
of 11mm synthetic rope

7 Dual Sealed contactors under 
top plate have silver-alloy contact 
pads and thick copper buss, they 
can handle high Amps at high 
duty cycles
88 Tough Aluminium alloy die cast 
housing withstands a minimum 
force, twice the rated line pull
9 Polished Aluminium Hawse 
Fairlead designed to guide the 
synthetic rope out from and onto 
the winch drum
1010 Air-free spool control for rapid 
synthetic rope payout
11 Laser Engraved Blazer Badge



Specification/Part Numbers

Line Speed and Amp. Draw (1st layer of rope on the drum):

Line pull and rope capacity:

Warning
Winches are not to be used for the lifting or moving of 

persons.
The rated line pull shown is based on the first layer of rope 

on the drum.
The rope winding on the drum shall remain 10 wraps from The rope winding on the drum shall remain 10 wraps from 

the drum.



Dimensions mm/in:

Warranty

Limited lifetime warranty for mechanical components and one(1) year warranty 
for electrical components from date of purchase. 

WIRE/SYNTHETIC ROPES ARE NOT INCLUDED UNDER WARRANTY.

Warning

Winches are not to be used for the lifting or moving of 
persons.

The rated line pull shown is based on the first layer of rope 
on the drum.

The rope winding on the drum shall remain 10 wraps from The rope winding on the drum shall remain 10 wraps from 


