
Standard Accessories:

- Detachable control box
- Remote control w/5 m (17’) lead
- Wire rope with hook

Optional Accessories
- Snatch block

COMEUP DHC-1600
 

- Heavy duty series wound motor gives 
high torque and fast line speed
- Detachable control box mounted 
anywhere on the vehicle
- High efficiency 3-stage planetary gear 
train for greater pulling force
-- The U.S. Germany , U.K., France, etc 
patents of automatic, full load CBS (Cone 
Brake Structure) PLUS an auxiliary 
inverted current brake-hold full load
- In compliance with standard of ANSI 
B30.5 D/d �18, and wire rope safety 
factory �3.5
-- Provides an answer to the health and 
safety recommendations for manual 
lifting
- Meet ANSI B 30.5 and CE Machinery 
Directive 2006/42/EC



- Part number: PN 750937 (12V) / PN 750985 (24V)
- Rated line lift: 726 kg / 1,600 lb 
- Motor: 900 w / 1.2 hp 12V series wound
             600 w / 0.8 hp 24V series wound
- Gear train: 3-stage planetary gear 216:1
- Brake: Automatic, full load CBS (Cone Brake Structure) PLUS an auxiliary inverted current brake
-- Drum size: 95 x 115.3 mm (3.8” x 4.5")
- Control: Handheld pendant switch rtemote control
- Rope type: Galvanized aircraft A7 x 19
- Rope size: 5.5 mm x 19.8 m (7/32" x 65')
- Mounting bolts pattern: 152.4 x 114 mm (6” x 4.5”)
- Winch weight: 15 kg / 33 lb
- Gross weight : 24 kg / 52.8 lb
-- Box dimension, (L x D x H) : 490 x 287 x 193 mm (19.3" x 11.3" x 7.6")

Line Speed and Amp. Draw (1st layer of wire rope on the drum): 

Specification/Part Numbers

Line Lift and Rope Capacity:



Dimensions, mm/in:

Warning
Winches are not to be used for the lifting or moving of persons.

Warranty
Each new winch is guaranteed against defects in workmanship and material defects 

for a period of twelve months from date of purchase
ROPES ARE NOT INCLUDED UNDER WARRANTY


