
Standard Accessories:

- 11mm x 30m Wire Rope with thimble eye
- Water-Proof Remote with 5m Wanderlead
- 4 Way Stainless Steel Roller Fairlead
- Detachable Solenoid

Optional Accessories:

- Mounting - Mounting Bracket (pictured)
- Safety Sling Hook (Pictured)
- Wireless Remote
- Cable Tensioner (Pictured)
- Chain Brothers

- COMEUP Industries technology 
tested in the harshest of climates 
from the North to the South Pole 
- 24v Severe duty winch rated at 
10,000lb pulling, meets or exceeds 
your expectation
- He- Heavy Duty Series Wound Motor 
equipped with a thermal switch 
which alters if the motor over-heats
- Maximum 30m wire rope
- Spring applied Drag Brake
- - Water-proof remote control with 
Thermometric LED Indicator and 5m 
wanderlead
- Tough aluminum die cast housings
withstand strength of 2.0 x rated 
load of winch
- Detachable - Detachable Solenoid for 
multi-option installation
- EN-14492-1 Compliant  



Performance data

Specification/Part Numbers

- Part number: PN 858858
- Rated Line Pull: 4,535 kg / 10,000 lb
- Line Speed (at first line of rope):
- Voltage: 24v
- Gear ratio: 4-Stage Planetary gear 256:1
-- Winch Construction: Aluminium die cast housing with steel drum
- Clutch (Freespooling): Rotating ring gear
- Brake: Spring applied drag brake
- Rotation of winch: Wire rope shall be under-wound orientation only
- Drum barrel diameter: 102mm (4”)
- Drum flange diameter: 201.5mm (7.9”)
- Distance between flanges: 253mm (10”)
-- Mounting bolt pattern: 
291.6 x 171.2 mm (11.5 x 6.7”)
374.2 x 114 mm (14.7 x 4.5”)
- Wire rope recommended:
11mm x 30m, 1,960 N/mm2 (EIPS) grade with a minimum breaking 
strength of 84.4 kN (18,939 lbf) required for EN 14492-1 ratings.

Compliant with EN 14492-1 requirements for vehicle recovery winch:
-- The working coefficient for the first rope layer on the drum shall be at least 2
- The D/d ratio to the centre of the rope shall be at least 10 for the drum
- Drum freeboard shall be at least 1.5 x rope diameter

Warning
Winches are not to be used for the lifting or moving of persons.

The rated line pull shown is based on the first layer of rope on the drum.
The rope winding on the drum shall remain 5 wraps from the drum.

Warranty
Each new winch is guaranteed against defects in workmanship and material defects

for a period of twelve months from date of purchasefor a period of twelve months from date of purchase




